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Reference
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Decrease of the Modulus of Elasticity after Water Immersion
AC Bindercourse 16 (B 50/70)
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Adhesion critical range
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Temperature = 25°C
Load accleration time = 66 ms
Horizontal deformation  = 5 µm

Before water immersion

After water immersion

• Reduced ageing

• Better long-life behavior

• Solid product - no handling of liquids

VIATOP® plus AD 10:

• Improved adhesion properties

aggregates/bitumen - no stripping

• Extended life-time

plus AD 10

Adhesion - A Global Problem plus AD 10 The Practical Solution

Dynamic Modulus of Elasticity before and after Water Immersion
AC Bindercourse 16 (B 50/70)

plus AD 10

VIATOP

ARBOCEL ZZ

®

®

plus AD 10 is a pelletized blend of:

8/183 % by weight Cellulose Fibers

10 % by weight Bitumen 50/70

7 % by weight Fatty acid amid amine

Recommended dosage:

0.35 % by weight

The Added Value Product Range for Modified Asphalt Mixtures
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Business Unit Road Construction

73494 Rosenberg (Germany)

Phone: + 49 (0) 7967 / 152 297

Fax: + 49 (0) 7967 / 152 500 151

www.jrs.de, www.sma-viatop.com

viatop@jrs.de
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